CourseDigital Drift System

Module 1.1:
Fundamentals
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Fundamentals

A Ethernet networking and power distribution combined:;

A Uses coaxial cable

A Point to multipoint topology- allows for linear network extension
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Applications

A What Digital Drift is designed for:

A Taking the network from long term parts of the mine (shaft banks, substations,
workshops) to shorter term parts of the mine.

A It is an alternative to runninfibre + LV power.

A What Digital Drift is not designed for:
A Being the network backbone in the mine (unless it is a very small mine);
ASAIAGEE 5N T (fibre idiASHEYirg and éxtendshitg redRid

A Common applications to date:
A Wi-Fi coverage in working areas, for:
A Tracking Mobilarig, FMS inlog), Task mgmt. (Mint), IP Telephony
A Backhaul of RCT for surface tedenote;
A Instrumentation & controt fan starters, electrical cabinets
A IP video cameraspastefill & fixed plant monitoring
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Design by example 17 surface remote control, with redundant loop

Requirement:

A Push network coverage out into four levels, for
surface teleremote control.

A Provide redundancy for comms cable damage.

Solution:
A wdzy oy¢ FtSEA0ES O2FE R246Y
existing underground fibre switches.

A Branch the coax off at each ladderway into the
level, where a QuadPort breaks out 4 x PoOE ports.

A Terminate the coax into the fibre switches at both
ends for redundancy:

A If the coax cable is damaged, it will
automatically divide into two coax segments.

A If the fibre cable is damaged, the coax will
carry the UG backhaul traffic.
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Digital Drift :
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'Cable Legend

=== CF50 %" flexible 75Q coax

—  RG11, 2m 75Q coax jumper

Included with Portals, QuadPorts &
Repeaters

——— Cat5e/6 UTP/STP

DC power cable
2m DC power lead is included with
Portals

......

Requirement:

A Push WiFi coverage into three levels,

where teleremote huts are regularly

moved by the mining team.

Solution:
A wdzy oyé

Tt SEAOE S

ladderways from the nearest UG

Comms Room.

A Branch the coax off at each

ladderway and extend the coax into

C

each level, where a QuadPort breaks
out 4 x PoE ports for \AHi.

Benefits:

A Deployed and supported by the-in

house comms team.
A Coax is easily spliced, branched and

extended to other levels as mining

moves.
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Design by example 7 Paste fill monitoring

Paste fill network example

LEGEND INPUTS:
. « 240V AC
Ove rview @ DD Repeater 2 * Fibre connection to surface
23 JUL 2021 DD QuadPort 2 OUTPUTS (to first RP):
« 48V DC
« GbE
a DD Splitter
CONTAINS:
- « 48V DC Rectifier / UPS controller
N Video camera « Batteries (optional)
/ NN + Industrial network switch
L7 ,7{,\\ [ Coax. cable « FOBOT
’\: OQ; ‘) i Coax. join \

NETWORK
CABINET

300m
(max. cable roll length)

______ s N
|
|

: DETAIL - QP1

If the distance from a QuadPort back to its Repeater exceeds 1km:
« Additional power insertion is required on the coaxial cable.
« A Repeater node should be added to extend the range by another 1km.

(Contact an RFI Applications Engineer for more details)
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Digital Drift - Active Devices

Portal [ppb220pP0]

A Interfaces to the existin§jbre network:
A 2 xGbEports (no PoE);
A 1 x coax port.
A Can be used to inject DC power onto the cable.

QuadPort [pb226QRFMor DD226QRGU]
A Breaks out POE+ ports (25W each) from the coax.
A Contains an embedded L2 Ethernet switch, either:

A Unmanaged
A Managed

Repeater [pb226rP]

A Segments the coax. to ensure high network speeds are
maintained over long distances:

A Deployed approx. every 1km, ifiare uplink is not available

A Powered from the coax., but power is not passed th
B RFEI




Internal device architecture

Wi-Fi Wi-Fi
(Cisco AP) (Cisco AP}
?
| |
| QUADPORT | QUADPORT
| iy gl
Embedded Embedded
PoE+ switch PoE+ switch
|_ (managed) |_ (managed)
Coax Coax
bridge bridge
DC extraction DC extraction
& conversion & conversion

PORTAL
Network BRANCH
uplink &= — —
(Cisco switch) Coax o DC
bridge injector
DC power |
source @ — — — — — — -
(48v)
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Digital Drift - Active Devices i Next Generation

QuadPort2 [pb320QP2PORr DD326QP2DC]

A Breaks out PoE+ ports (71.3W each with Max combined
160W) from the coax.

A Contains an embedded L2 Ethernet switch with VLAN
management.

Repeater 2[bb326RP2POE or DD320RFC]

A Breaks out PoE+ ports (71.3W each with Max combined 160W)
from the coax.

A Segments the coax. to ensure high network speeds are
maintained over long distances:

A Deployed approx. every 1km, ifilare uplink is not available.
A Powered from the coax or locally and power can be passed

through.
¢ RFI
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Digital Drift - Passive Devices

Branch [pp216BR10]

A Taps gortion of the data and power signal, allowing a
QuadPortto be spliced into the coax.

Aazad 2F GKS RFEGlF yR LIR26SNI ali

Splitter [pp216sks]

A Divides the data and power signaigenlyso that the coax.
can proceed down two different headings.

,\ DC Splicgop2iopcspis] + Power Inserter[pp2iopi]
D A Injects DC power onto the coax. in the middle of a run.
A This is generally required after a repeater segments the coa

¢ RFI
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Digital Drifti Cabl e & connect BlexBeederf or 1 0

CF50 Coaxial cabl@eo-crse.sz+300]
Aoyé¢ RAIFYSGSNE Oo6N}ARSR aKASERO®

CF50 cable, Stripping togbo 1-TxFFQ50]

— CF50 cable, KS pin connectpbcoNNCF5eKS]

KS Barrel [DD-CONNKSBARREL]
A Enables 2 x KS pin connectors to be joined.

N-type (75 Ohm), KS pinbpb-connnRKs)

A Enables PortaQuadPort& Repeater to be connected.

DC passing swivel, KS pinbcoNnksswIVEL]
A Enables KS pin connectors to be more easily connected to passives.

DC blocking termination, KS pillbb-CONNKST RM]
A Fitted at the end of line. \({({3 RFI
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Flexible connector combinations

Flexible cable to ffemale
DD-CONNCF50KS- DD-CONNKSBARRELDD-CONNNFKS

Flexible cable to Splice

DD-CONNCF56KS- DD-CONNKSBARRELDD-CONMNKSSWIVEE DD CONNCF56KS

Flexible cable to Load
DD-CONNCF50KS- DD CONNKSBARRELDD-CONNKSTERM

¢ RFI
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Flexible cable connector fit off

Step 1: Use circular cable cutters to get a clean cut
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Flexible cable connector fit off cont.

Step 3: Remove the remining dielectric from ttentre conductor

{GSLI nYy !4aS UKS daHYR Odzié¢ SyR 2F UKS LINB
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Flexible cable connector fit off cont.

Step 5: Check the strip lengths using the guide lines on the connector

¢ RFI
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Flexible cable connector fit off cont.

Step 6: Fit the rear two pieces of the connector to the cable

¢ RFI
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Terminating | 0 cdypedemblecormecdrs Oh

Step 1: Parts laid out
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Terminating | 0 c dypedemblecormectorconDh

Step 4: Align connector B with the barrel as shown

{GSLI pY [ dzii / 2y y S dnematked @ahe ey (2 G(KS IJdzA R

NOTE: some force is required to initially press the pin into the barrel receptacle.

However, once the thread engages, it should tighten up without excessive force. {, '. R F l
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Preparing a Digital Dri ft Dbranc

Step 1: Parts laid out

"IDBCONNINEIKS

BRANCH

— pmm vk N

DDCONN:KS:SWIVEI® ( e DD:CONNCE50:KS

IDDCONN:CE50:KS]
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Preparing
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Preparing a Digital Dri ft Dbranc

Step 3: Tighten the seizure screw anditehe waterproof plug

~ Bans U 'F‘n_/.).

Aftergtighteninglthelseizure]

¢ RFI
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Preparing a Digital Dri ft Dbranc

Step 4: Fit the other swivel and theféimale connectors to the branch

connectortolthe]BRANCE
EitithelswivellkSzpin

[connectonitolthe]
e ATRUNK{pOT

"

‘E ::,

gEmme—— = |
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Preparing a Digital

Dr
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br anc

Step 5: Cut the first cable side-pgi& connector to length
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Preparing a Digital

Dr

It

br anc

Step 6: Cut the other cable side-gi8 connector to length
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Attaching the fitted off

Step 1: Parts laid out

Branchithatiwas]previouslylprepped -
with[swivelslandlan]Nzfemalelcennector i,

-~ 9
@

Halffinchiflexiblelcoaxithatiwas]previously,
fittedloffiwithlalKSipin[connector
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Attaching the fitted off 10 fl ex

{GSLI Y /2yySOG I FAGGSR 2FF O2FE (Nd¥zy| f
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Att achi

ng the fitted off |
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Attaching the fitted off

{GSLI nY CAG GKS FAylLt O2FE GNY¥zyl fAyS (2

g

Repeatjthelfi{off;
processlfonithel
othedTRUNK{por

TECHNOLOGY SOLUTIONS



Digital Drifti Cabl e & connect or-bneKekdery | 0

ULR Coaxial cabl@bpctesooLszH]
Aoyé RAIFYSGSNI WFEO1SG al GSNRI -
A Centre Conductor Coppetad Aluminium
&~ .
A Construction Type Swaged
A Dielectric Material Foam PE
A Outer Conductor Materiahluminium

ULR coax coring/stripping to@bp-1-QCcsT500T]

ULR coax to KS pir@#ece connectopp-conn
ULRKS]

KS Barrel [pb-coNNKSBARREL]
A Enables 2 x KS pin connectors to be joined.

¢ RFI
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Digital Drifti Cabl e & connect or-bneKekdery | 0

N-type (75 Ohm), KS pinbbCoONNNRKS]

A Enables PortaQuadPort& Repeater to be connected.

ULR coax-piece splic@bp-CONNULRSPLICE]

DC blocking termination, KS pibb-CONNULRTERM]
A Fitted at the end of line.

Hard Line (ULR) connector combinations

Hard Line cable to{Nemale
DD-CONNULRKS- DD-CONNKSBARRELDD-CONNNFKS

¢ RFI
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INSTALLATION GUIDE
Underground cable

deployment

25 Sep 2017 | Author: Chris Snell
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PART A

Mount the cable on the rear of a utility vehicle, allowing the reel to rotate.

a0\
I

G RFI
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PART B

Firmly attach the cable end (e.g. stainless steel cable tie).

Firm attachment

G RFI
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PART C

Create a horizontal *“‘flat bottom |l oop’ in the cabl e tianft e

Firm attachment

TECHNOLOGY SOLUTIONS
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PART D

Loosely attach the cable every2m (e.g. plastic cable tie).

Loose attachment Firm attachment

2m 2m / /
— > —

G RFI
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PART E

Every 30m attach the cable firmly and form an expansion loop before continuing with loose attachments.

~ 30m -]

G RFI
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NOTES

A Flat bottom loop approx. dimensions:

— 1100mm

R280 mm R280 mm

R280 mm R280 mm

- 300mm =

150 mm

A Additional loops should be added at locations where devices are expected to be
spliced into the cable.

G RFI

TECHNOLOGY SOLUTIONS




wRES

SOLUTIONS



O RFI

TECHNOLOGY SOLUTIONS

INSTALLATION GUIDE
Splicing coaxial
cables together

28 Sep 2017 | Author: Chris Snell

.,
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STEP 1

Ensure the cable ends are circular.
If required, cut with a hacksaw or the recommended cable cutting tool.

|

Ensure the cable is straight
leading up to the end point.

& RFI
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STEP 2

Strip both cable ends using the coring / stripping tool.

G RFI
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STEP 3

Unscrew the compression fittings from each end of the splice.

e RF)
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STEP 4

Slide a compression fitting over a stripped cable end.

G RFI
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STEP 5

Insert the cable end into the splice, ensuring that the centre conductor is fully seated.

‘/’
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STEP 6

Screw the compression fitting into the splice body, ensuring that the centre conductor of the coaxial cable remains fulgdsea
Tighten with a wrench.

G RFI
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STEP 7

Repeat steps 4 to 6 for the other cable end.

G RFI
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STEP 8

Wrap the connection with selamalgamating tape.

G RFI
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INSTALLATION GUIDE
Preparing a passive
device for ULR coax

25 Sep 2017 | Author: Chris Snell
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STEP 1

Remove the end caps and blanking plugs.

G RFI
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STEP 2

Loosen (but do not remove) the screws that hold the pin connector centre conductors, using a small
flat blade screwdriver.

P RFEI
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STEP 3

Cut the first pin connector to the correct length.

Butt the connector against the back of the unit. Cut the pin length as per trim line shown.

G RFI
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STEP 4

Screw in the pin connector and tighten.

G RFI
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STEP 5

Tighten the screw that holds the pin connector’s centre

s
—\

e RF)
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STEP 6

Rei nst all and tighten the port’s blanking plug.

G RFI
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STEP 7

Repeat steps 3 to 6 for the remaining two ports.

G RFI
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INSTALLATION GUIDE
Inserting a
Quadportinto the
coaxial cable

3 Oct 2017 | Author: Chris Snell
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STEP 1

Switch off the power supply that feeds the cable.

G RFI
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STEP 2

Cut the cable using a hacksaw or the recommended cable cutters, ensuring that the cable ends remain circular.

N

|

Ensure the cable is straight leading up
to the end point.

& RFI
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STEP 3

Strip both cable ends using the coring / stripping tool.

TODO: Add a note about the centre conductor length check

G RFI
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STEP 4

Unscrew the compression fittings from the TRUNK ports on the-prepared Branch.

& RFI
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STEP 5

Slide the compression fittings over the stripped cable ends.

G RFI
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STEP 6

Fit the cable end that is closest to the network uplink into the TRUNK port on the left side of the Branch, ensuring thegitre
pin is fully inserted.

TODO: Add a note about ensuring the plastic insulator is still in place

Network uplink

& RFI
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STEP 7

Keep the centre pin fully inserted in the TRUNK port and tighten the compression fittifigstly by hand, then with a wrench.

5

Network uplink

——

& RFI
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STEP 8

Repeat steps 6 and 7 for the downlink coaxial cable.

Network uplink

——

& RFI
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STEP 9

Mount the Quadporton the side wall.

M8 threaded rod & nut

G RFI
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STEP 10

Cut a length of coaxial cable (up to 300m) to connect the Branch to@uadport Secure the cable to the back / side wall.

& RFI
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STEP 11

Strip the end of the coaxial cable that will connect the Branch to fQeadport

TECHNOLOGY SOLUTIONS
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STEP 12

Connect the coaxial cable into the Branch port.

A Unscrew the compression fitting from the BRANCH port

) Network uplink
A Slide the compression fitting over the end of the stripped
coaxial cable

A Fit the stripped coaxial cable end into the BRANCH port,
ensuring the centre pin is fully Inserted

A Tighten the compression fittingfirst by hand, then with a
wrench

NOTE: This process is similar to steps 4,5,6 & 7.

ToQuadport

G RFI
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STEP 13

Strip the end of the coaxial cable that is adjacent to tigadport

G RFI
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STEP 14

Connect the coaxial cable into the-type connector fitting.

A Unscrew the compression fitting from thetipe connector

Part #: DDCONNULRNF

A Slide the compression fitting over the end of the stripped

coaxial cable

A Fitthe stripped coaxial cable end into theMype connector,

ensuring the centre pin is fully Inserted

A Tighten the compression fittingfirst by hand, then with a

wrench

NOTE: This process is similar to steps 4,5,6 & 7.

& RFI
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STEP 15

Connect theQuadportto the N-type connector using the supplied 2m interonnecting flexible cable, coiling up any
slack.

& RFI

TECHNOLOGY SOLUTIONS



STEP 16

Turn on the power to the coaxial segment, then verify tliguadportpowers up and communicates with other
nodes.

@® Green: > 32V

Orange: 2632V

@ Red: < 20V ® Green: > 200Mbps
Orange: 106200Mbps

@ Red: < 100Mbps

& RFI
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STEP 17

Wrap all of the coaxial connections with sedfmalgamating tape.

G RFI
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Alternative ways of connection QP

Splicing a QuadPort into Hardline coax
Option 1 - Using the supplied RG11 jumper lead
30 MAR 2020

2m RG11 coaxial
jumper lead, which
~|is included with
each QuadPort

4

/

—— -
Prato  Comecrs | SRS anY| B
DD210-BR-10 1
DD-CONN-ULR-KS [ ee 2
DD-CONN-NF-KS | @ 1

23]

DIGITAL

DRIFT

QuadPort

Splicing a QuadPort into Hardline coax
Option 2 — Using hardline coax
30 MAR 2020

2m RG11
coaxial jumper
lead, which is
included with
each QuadPort

Three connector parts:

+ DD-CONN-ULR-KS

+ DD-CONN-KS-BARREL
+ DD-CONN-NF-KS

Up to 300m of
<« | hardline coax

QuadPort

Splicing a QuadPort into Hardline coax
Option 3 — Using flexible %" coax
30 MAR 2020

2m RG11
coaxial jumper
lead, which is
included with
each QuadPort

Three connector parts:

« DD-CONN-CF50-KS
|+ DD-CONN-KS-BARREL
= DD-CONN-NF-KS

Up to 300m of flexible 4" coax:
4~ | « DD-CF50-LSZH-300

NOTE: The swivel enables
the flexible cable connector
to avoid “cable rotation”
issues if it is installed into the
branch after the hardline
connections are made.

/

Main line trunk coax:
« DD-CTC-300-LSZH

Passives & Connectors ;’.j’:“',t;u":’; Qary Elx;‘;;r':;
DD210-BR-10 1
DD-CONN-ULRKS oo 1
DD-CONN-KS-BARREL 1
DD-CONN-NF-KS ° 1

4

/
/

!
1
1
1
1
1
1
1
'
1
1
1
\

« DD-CTC-300-LSZH P . &C N Lllnit Price QTy Exl. Price
(in volume) (in volume)

DD210-BR-10 1

DD-CONN-ULR-KS [ 2

DD-CONN-CF50-KS (1] 2

DD-CONN-KS-BARREL 1
DD-CONN-KS-SWIVEL A 1 ]

DD-CONN-NF-KS ° 1

R
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QP2/RP2 with DITF56LSZEFBOO coax

Use a DBCONNKSSWIVEL on both sides to provide
the ability to tighten the connectors as the connector
on the DBCF56LSZFB00 can not spin

The Centre Pin of the BOONNKSSWIVEL needs to
be cut at about 30mm

The DBCONNCF5EKS needs its centre pin cut as per

the previous sections on slide 11

Power take off screw terminals
(at line voltage) are accessible
by replacing this blanking plug
with an M20 cable gland

DD-CF50-LSZH-300

DD-CONN-
CF50-KS

DD-CONN-
KS-SWIVEL

QUADPORT v2

DD320-QP2-POE

DD-CONN-

CF50-KS

DD-CONN-
KS-SWIVEL

DD-CF50-LSZH-300

v RFI
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QP2/RP2 with DITTE300-LSZH coax

There is no need to useRDCONNKSSWIVEiith
the ULR cable

Fit the DBCONNULRKS to eh cable as per the
standard, see from slide 44

The Centre Pin of the BOONNULRKS needs to be

cut at about 30mm

WS

RN CEPEEEEPEERE]T
[l 1I|!Hl|l|2| Il 3|

Power take off screw terminals
(at line voltage) are accessible
by replacing this blanking plug
with an M20 cable gland

DD-CTC-300-LSZH

DD-CONN- DD-CONN-

ULR-KS QUADPORT V2 ULRKS

DD320-QP2-POE

DD-CTC-300-LSZH

v RFI
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Thank you

rfl.,com.au




